
2,500 RPM
SCREWDRIVERS

LIGHTWEIGHT & ERGONOMIC.

COMFORTCOMFORT

Ergonomic Grip Design for increased 

user comfort

POWERPOWER

6-Stage Torque Adjustment for a wide

range of applications (FS2701)

VISIBILITYVISIBILITY

Built-in L.E.D. Light illuminates

the work surface

POWERFUL 6.0 AMP MOTOR FOR CONTINUOUS HEAVY-DUTY WORK

Lightweight at only 3.4 lbs. for Increased Maneuverability (FS2701; 3.5 lbs.) 

Ergonomically designed Rubberized Pistol Grip for Comfort

L.E.D. Light Illuminates the Work Surface

6-Stage Torque Adjustment for a Wide Range of Applications (FS2701)

makitatools.com

Models
FS2500 / FS2701

RELIABILITYRELIABILITY

Adjustable Depth Locator delivers 

consistent screw depth with 

“Sure-Lock” feature (FS2500)

Models
FS2500 / FS2701

            



n Mak-Bite™ professional #2 Phillips insert bit (784314-A)

n #3 Phillips insert bit (784213-A)

n #3 square recess insert bit (784218-A)

n Magnetic nutsetter

All specifications subject to change without prior notice. All models and accessories subject to stock on hand.

NTF-0110-1  MA-1025-09 Makita U.S.A., 14930 Northam St., La Mirada, CA 90638 

Models FS2500 / FS2701
2,500 RPM SCREWDRIVERS

Makita offers a wide variety of Screwdriver accessories. For a complete listing, please refer to the Makita

General Catalog, visit our website at makitatools.com, or call 1-800-4MAKITA.

FEATURES & BENEFITSFEATURES & BENEFITS

STANDARD EQUIPMENTSTANDARD EQUIPMENT

n Powerful 6.0 AMP motor for continuous heavy-duty work

n Variable speed of 0-2,500 RPM with increased torque for decking and
heavy-gauge applications

n Lightweight at only 3.4 lbs. for greater maneuverability (FS2701; 3.5 lbs.) 

n 6-Stage Torque Adjustment for a wide range of applications (FS2701)

n Ergonomically-designed ribberized pistol grip for comfort

n L.E.D. light illuminates the work surface

n Adjustable depth locator assembly with Sure-Lock™ feature for
consistent screw depth (FS2500)

n Cast aluminum gear housing for less weight and increased durability 

n Large variable speed trigger with lock-on button for continuous use

n Metal reinforced belt clip for increased durability

n 5/16" Magnetic nutsetter (784804-5) (FS2500)

Model FS2500

OPTIONAL ACCESSORIESOPTIONAL ACCESSORIES

SPECIFICATIONSSPECIFICATIONS

FS2500 FS2701
Bit shank 1/4" hex 1/4" hex

No load speed 0 - 2,500 RPM 0 - 2,500 RPM

AMPS 6.0 6.0

Overall length 11-1/8" 11-1/8"

Net weight 3.4 lbs. 3.5 lbs.

Shipping weight 6.0 lbs. 6.0 lbs.

UPC code 088381-603218 088381-603300

Model FS2701

Size 1-3/4" Long Part # 2-5/8" Long Part #
1/4" 784819-A 784803-7

5/16" 784820-A 784804-5

3/8" 784821-A 784802-9

7/16" 784805-3

                                             


