
PRODUCT HIGHLIGHTS

RELATED PRODUCTS

1. 1/4" Round Wheel Point (741617-7)

2. 1/4" Cone Shaped Wheel Point (741616-9)

3. Dressing Stone (794217-2)

4. Side Handle (192985-5)

5. 1/8" Collet (763672-9)

18V LXT® LITHIUM-ION CORDLESS 
1/4" COMPACT DIE GRINDER, TOOL ONLY NEW TOOL OVERVIEW

XDG02Z

FEATURES
• Makita-built 4-pole motor delivers 26,000 revolutions per minute 

for faster grinding
•  Short neck design is only 12-1/8" long with battery (not included) 

for increased maneuverability
•  Compact barrel grip design with rubberized soft grip allows for 

easy grinding in various orientations
• Vent slots designed to direct exhaust air away from the user
• Slide switch with lock-on capability for continuous operation
• Built-in L.E.D. light provides overload motor protection warning 

due to over-torque and low battery recharge warning

SPECIFICATIONS
Max. Wheel Diameter ............................................................1-1/2"
Battery............................................................ 18V LXT® Lithium-Ion
Collet ..........................................................................................1/4"
No Load Speed .............................................................26,000 RPM
Lock-On ....................................................................................... Yes
Lock-Off ........................................................................................ No
Overall Length ......................................................................12-1/8"
Net Weight (with battery) ...................................................3.8 lbs.
UPC Code ...............................................................  088381-843539

STANDARD EQUIPMENT
• 1/4" Collet (763673-7)
• Collet Nut (763668-0)
• Spanner Wrench (781039-9)
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TECHNOLOGY
L.E.D. light provides 
overload motor protection 
and low battery recharge 
warning

DESIGN
Vent slots designed to 
direct exhaust air away 
from the user

MANEUVERABILITY
Short neck design is only 
12-1/8" long for increased 
maneuverability

ERGONOMICS
Compact barrel grip 
design with rubberized 
soft grip
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