
For Use on Tool
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PRODUCT HIGHLIGHTS

RELATED PRODUCTS

1. Lanyard Tethering Strap (199593-3)

2. Dust Extraction Cup Set (199245-6)

3. Auto-Start Wireless Transmitter (198901-5)

4. 18V X2 LXT® (36V) BL™ 1/2 Gal. HEPA Filter Backpack  
Dust Extractor, AWS™ Capable (XCV10ZX)

5. 18V X2 LXT® (36V) Brushless 2.1 Gal HEPA Filter  
Dry Dust Extractor/Vac Kit, AWS™ (XCV08PT)

18V LXT® LITHIUM-ION BRUSHLESS CORDLESS 
11/16” AVT® ROTARY HAMMER KIT, SDS-PLUS,  
W/ HEPA DUST EXTRACTOR, AWS™ CAPABLE (5.0AH)

NEW TOOL OVERVIEW
XRH12TW

FEATURES
•  Extractor is activated by tool and powered by motor fan blade to 

maintain concrete dust suction performance
• �Efficient�HEPA�filtration�system�captures�99.97%�of�particulates�

.3 microns and larger
• Torque limiting clutch is engineered to prevent gear damage by 

automatically disengaging gears if the bit binds
• AWS™ capable with Auto-Start Wireless Transmitter (part no. 

198901-5) sold separately
• Anti-Vibration Technology (AVT®) is engineered to reduce 

vibration for increased comfort
• Built-in L.E.D. light with an independent on/off illuminates the 

work area
• 3-mode operation for “Rotation Only”, “Hammering with 

Rotation” or “Hammering Only” for multiple applications
• Weighs�only�7.5�lbs.�with�dust�extractor�and�battery�for�reduced�

operator fatigue

SPECIFICATIONS
Max. Capacity (concrete drilling) ....................................... 11/16”
Optimum Range (concrete drilling) ...........................5/32” - 3/8”
Impact Energy (Joules) ...........................................................1.7�J
Impact Energy (ft.lbs.) ...............................................................1.2
Vibration (m/s²) ...........................................................................11
No Load Speed (variable speed) .............................0 - 1,350 RPM
Blows Per Minute (variable speed) ........................0 - 5,000 BPM
HEPA filter ................................................................................... Yes
Container Hole Count Capacity .......36 holes of dimension 3/8”x2-3/8”
Filter Life (Approx. container fillings) ................................... 200
Battery............................................................ 18V LXT® Lithium-Ion
Overall Length ......................................................................11-7/8”
Net Weight (with battery) ................................................... 7.5�lbs.
Bit Type............................................................... Accepts SDS-PLUS
Power Type .........................................................................Cordless
UPC Code (XRH12TW) ........................................... 088381-873888
UPC Code (XRH12ZW) ........................................... 088381-873789

STANDARD EQUIPMENT
• 2 18V LXT® Lithium-Ion 5.0Ah Battery (BL1850B)
• 18V LXT® Lithium-Ion Rapid Optimum Charger (DC18RC)
• Dust Extractor Attachment With Hepa Filter  

Cleaning Mechanism (DX05)
• Dust Case With Hepa Filter Cleaning Mechanism (199588-6)
• Sealing�Cap�(424474-5)
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COMFORT
Anti-Vibration Technology 
(AVT®) is engineered 
to reduce vibration for 
increased comfort

CONVENIENCE
AWS™ utilizes Bluetooth® 
for wireless power-on/off 
communication between 
tool and extractor

DUST MANAGEMENT
OSHA Table 1 compliant 
on-board dust extractor 
includes�a�filter�cleaning�
mechanism

PERFORMANCE
The BL™ Motor eliminates 
carbon brushes, enabling 
the Motor to run cooler 
and�more�efficiently

ALSO AVAILABLE AS A BARE TOOL: XRH12ZW
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