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OPTIONAL ACCESSORIES

Makita U.S.A., 14930 Northam St., La Mirada, CA 90638

18V LXT® Lithium-Ion Oil-Impulse Brushless Cordless 
3-Speed Impact Driver Kit
Models XST01M/ XST01Z

n Oil-Impulse™ Technology utilizes oil to hydraulically drive the impact 
mechanism for lower noise and increased efficiency

n Quick-Shift Mode™ selector has an automatic electronic controller that 
downshifts and reduces rotation and impact speed prior to driving screw into 
place, and is engineered to minimize screw thread stripping, screw breakage 
and damage to work

n The BL™ Brushless Motor eliminates carbon brushes, enabling the BL™ 
Motor to run cooler and more efficiently for longer life

n Weighs only 3.2 lbs. with battery for reduced operator fatigue

n 3-stage L.E.D. gauge indicates battery charge level

n 3-year warranty on tool, battery and charger

XST01M 

n 18V Lithium-Ion Rapid Optimum charger (DC18RC)

n (2) 18V LXT® Lithium-Ion 4.0Ah battery (BL1840B)

n Tool belt clip (346449-3)

n Tool case
XST01Z
n Tool only (battery, charger are sold separately)

n 18V LXT® Lithium-Ion 2.0Ah Battery (BL1820B) 
n 18V LXT® Lithium-Ion 3.0Ah Battery (BL1830) 
n 18V LXT® Lithium-Ion 5.0Ah Battery (BL1850B)

n 18V Lithium-Ion dual port Rapid Optimum charger (DC18RD)

n 18V Lithium-Ion 4-port charger (DC18SF)

Hex Shank 1/4"

Impacts Per Minute (3 speed) 0 - 2,700 / 0 - 2,200 / 0 - 1,400 IPM

No load speed (3 speed) 0 - 3,200 / 0 - 2,000 / 0 - 1,200 RPM

Maximum Torque (in.lbs./N•m) 355 in.lbs. / 40N•m

Overall length 5-3/8"

Voltage 18V

Battery type 18V LXT® Lithium-Ion 4.0Ah

Net weight (with battery) 3.2 lbs.

UPC Code XST01M 088381-699877

UPC Code XST01Z  088381-690492 

COMFORT
Weighs only 3.2 lbs. with battery
for reduced operator fatigue

VERSATILITY
3-speed power selection switch
(0-1,200 / 0-2,200 / 0-3,200 RPM 
and 0-1,400 / 0-2,200 / 0-2,700 IPM)

INNOVATION
Oil-Impulse™ Technology utilizes
oil to hydraulically drive the impact
mechanism for lower noise

CONTROL
Quick-Shift Mode™ with automatic
electronic controller minimizes screw
thread stripping and breakage

Up to 30% Lower Noise for Quiet Operation
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